(RAPIIIS valves ) INDUSTRIAL FLOW DATA

PRODUCTS
DOUBLE OFFSET HIGH PERFORMANCE BUTTERFLY VALVES

Cv values (US gallons per minute) represent the flow of 60°F water through a 100% open valve at a pressure drop of 1 psi.

The metric equivalent, Ky, is the flow of water at 16°C through the valve in cubic meters per hour at a pressure drop of 1 kg/cm2.
To convert Cv to Kv, multiply the Cv by 0.8569.

RATED FLOW COEFFICIENT (CV)

215L/215W
SIZE ANGLE OF DISC OPENING (DEGREES)

INCHES DN CLASS 10° 20° 30° 40° 50° 60° 70° 80° 90°
2" 50 150 1 12 26 40 47 49 50 51 62
25" 65 150 4 19 47 63 78 78 84 95 10
3" 80 150 3 25 52 74 87 100 123 145 157
4" 100 150 6 44 82 19 156 196 240 266 284
5" 125 150 14 71 131 168 209 280 368 479 512
6" 150 150 20 108 198 272 380 501 651 803 831
8" 200 150 54 251 390 559 780 1043 1385 1747 1838
10" 250 150 84 382 580 827 174 1612 2202 2803 281
12" 300 150 19 553 874 1230 1733 237 3274 4178 4205
14" 350 150 163 632 955 1383 1813 2855 3944 5219 5564
16" 400 150 250 879 1334 1916 2781 3939 5530 6984 7091
18" 450 150 388 1136 1681 2433 3526 4981 6843 8631 9127
20" 500 150 463 1390 2052 2985 4363 6280 8900 1803 12613
24" 600 150 710 2159 3312 4750 6881 9926 14336 19656 20596
30" 750 150 107 2602 3603 5556 8721 13216 20376 28285 31500
36" 900 150 1692 3391 4917 7914 12744 20021 31640 45241 51233

RATED FLOW COEFFICIENT (CV)

230L/230W
SIZE ANGLE OF DISC OPENING (DEGREES)

INCHES DN CLASS 10° 20° 30° 40° 50° 60° 70° 80° 90°

2" 50 300 1 12 26 40 47 49 50 51 62

25" 65 300 4 19 47 63 78 78 84 95 10

3" 80 300 3 25 52 74 87 100 123 145 157

4" 100 300 6 44 82 19 156 196 240 266 284

5" 125 300 14 71 131 168 209 280 368 479 512

6" 150 300 20 108 198 272 380 501 651 803 831

8" 200 300 47 206 319 420 595 843 106 1463 1502
10" 250 300 81 344 524 720 1014 1399 1821 2205 2413
12" 300 300 n7 506 728 1019 1449 2044 2n7 3456 3575
14" 350 300 161 603 898 1208 1754 2493 3294 4129 4603
16" 400 300 164 766 172 1560 2275 3287 4301 5550 6646
18" 450 300 274 809 1320 1791 2803 4051 5603 7193 8946
20" 500 300 394 100 1624 2274 3392 5075 6818 8906 1003
24" 600 300 318 1728 2462 3518 5222 7613 10323 13596 16430

RATED FLOW COEFFICIENT (CV)

260L/260W
SIZE e ANGLE OF DISC OPENING (DEGREES)

INCHES DN 10° 20° 30° 40° 50° 60° 70° 80° 90°
3" 80 600 2 25 61 82 84 89 94 107 126
4" 100 600 6 42 96 138 140 149 163 197 230
6" 150 600 17 10 225 281 291 336 402 497 578
8" 200 600 43 231 424 524 528 621 731 913 1076
10" 250 600 61 335 597 772 876 1049 1281 1623 1891
12" 300 600 82 484 875 1108 1223 1498 1821 2341 2740

This chart should be used as a general guide.
Cv = the volume of water in U.S. gallons per minute that will pass through a given valve opening with a pressure drop of 1 psig at room temperature.
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