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ANSI CLASS 150# Flange Weights ANSI CLASS 300# Flange Weights
APPROXIMATE WEIGHT EACH POUNDS APPROXIMATE WEIGHT EACH POUNDS
SLIP-ON, SLIP-ON,
NOMINAL WELDING NECK SOCKET WELD, LAP JOINT NOMINAL WELDING NECK SOCKET WELD, LAP JOINT
PIPE SIZE and THREADED PIPE SIZE and THREADED
1/2" 1.25 1.00 1.00 1.25 1/2" 2.00 2.00 2.00 2.00
3/4" 2.00 1.50 1.50 1.50 3/4" 3.00 3.00 3.00 3.00
1" 2.50 2.00 2.00 2.00 1" 4.00 3.00 3.00 3.00
1-1/4" 3.00 3.00 3.00 3.00 1-1/4" 5.00 4.00 4.00 4.00
1-1/2" 4.50 3.00 3.50 4.00 1-1/2" 7.00 6.00 6.00 6.00
2" 6.00 5.25 5.00 6.50 2" 9.00 7.00 7.00 8.00
2-1/2" 10.00 8.00 7.00 9.50 2-1/2" 12.00 10.00 10.00 12.00
3" 12.00 9.00 9.25 12.50 3" 15.00 13.00 13.00 16.00
3-1/2" 12.00 11.00 11.00 13.00 3-1/2" 18.00 17.00 17.00 21.00
4" 16.50 12.50 12.50 17.00 4" 25.00 22.00 22.00 27.00
5" 19.00 15.00 15.00 20.00 5" 32.00 28.00 28.00 35.00
6" 25.00 19.00 19.00 26.50 6" 42.00 39.00 39.00 50.00
8" 39.00 30.00 30.00 45.00 8" 67.00 58.00 58.00 81.00
10" 52.00 43.00 43.00 70.00 10" 91.00 81.00 91.00 125.00
12" 80.00 64.00 64.00 110.00 12" 140.00 115.00 140.00 185.00
14" 110.00 90.00 105.00 140.00 14" 180.00 165.00 190.00 250.00
16" 140.00 98.00 140.00 180.00 16" 250.00 190.00 250.00 295.00
18" 150.00 130.00 160.00 220.00 18" 320.00 250.00 295.00 395.00
20" 180.00 165.00 195.00 285.00 20" 400.00 315.00 370.00 505.00
24" 260.00 220.00 275.00 430.00 24" 580.00 475.00 550.00 790.00

Stainless Steel 304/304L or 316/316L
Raised Face (RF) or Flat Faced (FF)
A182 / SA182

B16.5




